Your Ultimate Touchscreen
Security Solutions

Flush Mount 10” Shown

FSR'’s flush-mount touchscreen wall boxes are
metal-locking covers with impact-resistant plexiglass
windows that protect and restrict access to 5- to

10- inch touch panels mounted on a 2-gang back box.
Panels with other mounting requirements can be
supported; contact the factory for details. The
flush-mount is designed to blend seamlessly with any
environment and features a sleek, flush profile.

The 180° hinge design allows the door to lie flat against
the wall when open, providing users with unencumbered
access to the front panel and making maintenance and
operation hassle-free. The enclosure can be installed in
landscape or portrait orientation; in landscape, the door
can be mounted to open left or right; in portrait, the
door swings up or down. Qur flush mount touchscreen
wall boxes provide security against unauthorized access
while allowing users to monitor the control panel’s
status through the window without opening the

locked door.

Flush Mount Model

- Adjustable depth mounting plate for flexibility
- Metal cover lays flush to the wall

- Touch to open locking door

- Provided custom metal back-box

- Mounts in new and old work applications

- Schools
- Hotels
- Conference Rooms

- Airports
- Arenas
- Houses of Worship

ITEM | PART # DESCRIPTION
18680 | WB-TSC-FM-7 Flush mount 7” touchscreen wall box with locking cover with a window
18681 | WB-TSC-FM-10 Flush mount 10” touchscreen wall box with locking cover with a window

FSR floor box products meet the
Build America Buy America Act
(BABAA) and TAA requirements
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7” Flush Mount
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FOR TOUCHSCREEN LARGER THAN 6.75"!

7.60"W x 6.81°H x MAX'A" 93"
MAX "A"+'B" =2.75"

369 NOTE:

TOUCHSCREEN AND METAL COVER.

W x 4.75'"H

1. TO PREVENT DAMAGE TO TOUCHSCREEN, A MINIMUM
CLEARANCE OF .25" IS REQUIRED ON ALL SIDES BETWEEN

2. TOUCHSCREEN MUST BE CENTERED AFTER ANY MOUNTING

TOUCHSCREEN MAXIMUM SIZE (MOUNTING PANEL SURFACE TO COVER)
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10” Flush Mount
FOR TOUCHSCREEN LARGER THAN 9.6'W x 6.5'H
MOUNTING PANEL SURFACE
TOUCHSCREEN MAXIMUM SIZE (MOUNTING PANEL SURFACE TO COVER)
275 10.13°W x 850°H x MAX 'A* 1.18"
VACA 4 'B" = 2.75"
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Build America Buy America Act
(BABAA) and TAA requirements
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